
oldest name in door closers since J 880 


NORTON EXTRUDED ALUMINUM 
FULL SURFACE CLOSER 

with 1 Vi inch Projection 

FOR WOOD OR METAL INTERIOR DOORS 



Regular Arm furnished wifh surface shoe mount 
Parallel arm furnished with 2018D Soffit plate mount 


INTERIOR WOOD NORTON CLOSER NUMBER 

REGULAR ARM MOUNT 


Maximum 
Door Sizes 

With Regular 
Arm 

With 90° 
Hold-open 
Arm 

With 180° 
Hold-open 
Arm 

Approx. 
Ship. Wt. 
Lbs. 

2' 6" X 7' 0" 

702 E 

702EH-90° 

702EH-180 0 

5 } /z 

3' 0" X 7' 0" 

703E 

703EH-90 0 

703EH-180 0 

5 VS2 



PARALLEL ARM MOUNT 


Maximum 
Door Sizes 

With Arm 

With 90° 
Hold-open 
Arm 

With 180° 
Hold-open 

Arm 

Approx. 
Ship. Wt. 
Lbs. 

2' 6" x 7' 0" 

P702E 

P702EH 

P702EH-180 0 

5VS 2 

3' 0" x 7' 0" 

P703E 

P703EH 

P703EH-180 0 

5% 


The Norton Door Closer Company is the oldest name 
in door closers, having been the first to develop the 
pneumatic type of door closing mechanism. Norton 
engineers are specialists in door closing and checking 
devices, and have behind them a solid background of 
over 75 years of experience in door closer design. Nor¬ 
ton Door Closers are available through hardware 
distributors throughout the nation. Authorized Norton 
representative offices where you may obtain complete 
information, specification data, and advice on any door 
closing problems are listed below. For factory service 
write direct. Your requirements will be considered 
promptly by mail, or a qualified Norton representative 
will be instructed to contact you. 

The No. 702-703 Series of Extruded Aluminum 
Full Surface Closers 

Construction is of the rack and pinion type, giving 
complete closing control at all points, which has been 
used so successfully in Norton closers for over 75 years. 
The spring is of the finest spring steel, developed for 
this type of closer, withstanding constant use ana giving 
full closing power swiftly and silently, yet permitting 
the easy opening of the door with a minimum of friction. 

The dual valve control, one for the sweep and one for 
the latch speed, are at the top of the closer, invisible to 
the eye when the closer is applied, yet easily accessible 
for adjustment by the finger tips. 

These closers are mounted on the surface of the top rail 
of an interior door, size as recommended. Regular or 
holder type arms with easy adjustment for various trim 
conditions is furnished with a surface mounted shoe only. 

The closer shell is extruded aluminum — Size 9 inches by 
2%6 inches and IV 2 inch projection. 

SPECIFICATIONS — Door closers shall be of rack and pinion 
type. They shall be so designed as to check the door in its open¬ 
ing swing where required. The case or shell of closer shall be 
extruded aluminum. Spring shall be of highest quality steel. 
Liquid shall be mineral oil, non-gumming, and non-evaporative. 
Rack and pinion must be made of alloy steel. Closers shall bear 
a two year factory guarantee. Holder arm closers shall be fric¬ 
tion type. The successful bidder is requested to keep in touch 
with the progress of the job, and have a factory representative 
visit the building to see that closers are properly adjusted at 
completion of installation. 


AUTHORIZED REPRESENTATIVES 


Arizona, Phoenix 

N. B. Thayer 
P.O. Box 3673 

California, Los Angeles 26 

W. H. Steele Company 
1612 West Beverly Blvd. 

California, San Francisco 3 

A. D. Troyer 

Norton Pacific Sales Co. 

1266 Mission Street 

Florida, Sarasota 

E. B. Taylor 
878 Siesta Drive 

Georgia, Vienna 
W. C. Fokes 
Roy C. Joiner Co. 


Illinois, Chicago 26 

K. L. Kaericher 

1209 West Sherwin Ave. 

Illinois, Chicago 40 

E. P. Meister 

Windale Hotel 

6019 North Winthrop Ave. 

Indiana, Evansville 14 

Clay W. Gudgel 
1916 East Powell 

Kansas, Kansas City 3 

B. E. Ericsson 

5316 Canterbury Road 

Massachusetts, Dedham 

John N. Tweedy Co. 

P.O. Box 426 


Michigan, Detroit 28 

M. C. Stebbins and Sons 
8349 Joy Road 

Minnesota, White Bear Lk. 10 
P. D. Shirley & Associates 
P.O. Box 28 

New York, Levittown, L. I. 
Harry Gildersleeve 
18 Return Lane 

New York, Pittsford 

R. L. Sears 
32 Lincoln Avenue 

Ohio, Cleveland 15 

van Delden, Inc. 

750 Prospect Ave. 


Pennsylvania, Paoli 
G. H. Slockett 
10 Sunset Drive 
Texas, Dallas 2 

S. H. Kemp Co. 

2808 Oak Lawn 

Texas, Houston 19 
J. R. Hudnall 
5203 Pine Forest Road 
Utah, Salt Lake City 1 

T. C. Stayner Corporation 
60 East Fourth South St. 

Washington, D.C. 

B. F. Hamilton 

Room 405 - 1507 M St. N.W. 
Washington, Seattle 6 
F. J. Brodel 
3630 - 47th St., S.W. 


^©^¥©83 CLOSER €©SV3I?&^Y • BERRIEN SPRINGS, MICHIGAN 

Division of The Yale & Towne Manufacturing Company 





















SOFFIT PLATE MOUNT 


soffit pi Ate 


m ount 



NORTON INADOR CLOSER NO. 


Maximum 

Door Sizes 

With Regular Arm 

*90° or I8D* 
Hold-Open Arm 

Approx. 

Weight 

Pounds 

Interior Wood or 

Metal with Soffit Plate Mount 


2 '- 6 " X 7 '- 0 " 

902 

902H 

4 

3'-0" x 7'-0" 

903 

903H 

4 

Interior Wood or 

Metal with Surface Shoe Mount 


2'-6" x 7'-0" 

S902 

S902H 

4 

3'-0" x 7'-0" 

S903 

S903H 

4 


•Specify degree of opening. 


Norton, to supply the demand for a single acting door closer for 
doors hung on butts and for a closer mortised into the top rail of 
the door has developed a line of closers for 1%" INTERIOR doors. 
They may be used on 1 doors by making a complete cut out of 
the top rail, then applying metal side plates which we will furnish 
on special order. 

The "INADOR” Closers are manufactured with regular arms 
and hold open arms. The closing and the latch speed action is con¬ 
trolled by two levers easily accessible from the top of the door. 



904 Series with Soffit Plate Mount 
S904 Series with Surface Shoe Mount 

NORTON INADOR CLOSER NO. 


Maximum *90° to 150° Weight’ 

Door Sizes W th Regular Arm Hold-Open Arm Pounds 


Interior Metal or 

Wood with Soffit Plate Mount — Specify extension 
doors. 

for wood 

3'-0" x 7'-0" 

904C 

904CH 

6 

3'-6" x 7'-0" 

904D 

904DH 

6 

Interior Metal or 

Wood with Surface Shoe 

wood doors 

Mount — Specify extension for 

3'-0" x 7 '-0" 

S904C 

S904CH 

6 

3'-6" x 7'-0" 

S904D 

S904DH 

6 

•Specify degre 

e of opening. 




SPECIFICATIONS — Door closers shall be of rack and pinion type. 
They shall be so designed as to check the door in its opening swing 
where required. The case or shell of closer shall be non-ferrous metal. 
Spring shall be of highest quality steel. Liquid shall be mineral oil, 
non-gumming, and non-evaporative. Rack and pinion must be made 
of alloy steel. Closers shall bear a two year factory guarantee. 
Holder a rm closers shall be friction type. The successful bidder is 
requested to keep in touch with the progress of the job, and have a 
factory representative visit the building to see that closers are prop¬ 
erly adjusted at completion of installation. 


NORTON EXTRUDED ALUMINUM SURFACE DOOR CLOSER 

FOR METAL OR WOOD EXTERIOR OR INTERIOR DOORS WITH NARROW TOP RAILS 

WITH CONCEALED HOLDER ARM 





For Doors — Metal or Wood No. Approx. Weight 

2'-6" to 3'-6" x 7'-0" 750H 10y 2 Lbs. 


NORTON No. 750 SERIES, REVOLUTIONARY 
DESIGN CORNER CLOSER 

Modern architectural designers have created the extensive use of 
aluminum, bronze and metal doors with narrow styles and top rails, 
for which Nortof* engineers, to carry out the designs, have devel¬ 
oped a revolutionary type surface closer with a concealed arm to 
com piemen t the design of the door. Norton has pioneered and 
engineered their l2th first in such a closer. 

This ultra modern closer is not die cast or sand cast, but is 
extruded from a very strong and durable aluminum alloy. 

This surface closer is inconspicuous because the size is such 
that it blends with the top rail. The arm channel is set in the top 
rail of the door arid the arm cannot be seen when the door is closed. 


Furnished with 16 inch holder arm for 90, 100, 110 or 120 
degrees, and an 18 inch holder arm for 130 and 140 degrees. Holder 
arm type furnished fixed for predetermined degree. Refer to tem¬ 
plate. When ordering, be sure and specify degree of opening 
required. Closer size 15 inches long by 2 inches wide and 3 inches 
deep. Closer is mounted on the head jamb and the arm channel is 
set into the top rail of the door. 


SPECIFICATIONS^ Door closers shall be of rack and pinion type. 
The case or shell <?f closer shall be extruded aluminum. Spring shall 
be of highest qualify steel. Liquid shall b e mineral oil, non-gumming, 
and non-evaporatiV e - Rack and pinion must be made of alloy steel. 
Closers shall bear ^ two year factory guarantee. Holder arm closers 
shall be of the roller type. The successful bidder is requested to 
keep in touch witl 1 the progress of the job and have a factory 
representative visit, the building to see that closers are properly 
adjusted at complei*°n of installation. 









































SURFACE MOUNTED, FULL RACK AND PINION LIQUID DOOR CLOSERS 




Regular Arm Door Closer 


DOOR CLOSERS WITH REGULAR ARMS 

Regular Arm Door Closers are mounted on the surface of the top 
rail of door where hinge is visible, and the shoe fastened to the 
casing. If the casing is ornamental or the plaster is applied to the 
edge, Norton has a bracket that is fastened to the underside of the 
header. This bracket is flanged so that the regular shoe can be applied. 

Regular Arm Closers permit the door to open to 135° and can 
be obtained in the following sizes, B, C, D, E and F. Refer to the 
list below for the correct size. 

Doors to be opened to 180° MUST be mounted on a regular 
corner or a soffit bracket which places the closer on the side of 
opening from which the hinges are invisible. 

Norton Door Closers are furnished regularly with the "BACK 
CHECK” feature, but the closer is not set for the back check until 
applied to the door, then a slight turn of the back check screw puts 
the back check in operation. This feature is desirable when there is 
some obstacle back of the door and the checking of the back swing 
of the door stops the door from being slammed against the obstacle. 

DOOR CLOSERS WITH 90° OR 180° HOLD OPEN ARMS 

Norton manufactures the same sizes as the regular arm closers 
with either 90° or 180° hold open arms. The 90° holder arms will 
hold the door open from 90° to 135° and the 180° holder arms from 
135° to 180°. A 180° opening cannot be obtained unless the closer 
is mounted on a regular corner bracket. 

NORTON DOOR CLOSER SIZES 

Size B — Heavy screen doors 3' x 7' x V>/%' and light interior doors 
2' 8" x 13/ 8 " 

Size C — Corridor or office doors 3' x 7' x 1%" and light exterior 
doors 2' 6" x 7' x 1%" 

Size D — Exterior doors 3' x 7' x IW and heavy interior doors 
4'x 7' x 2 V 4 " 

Size E — Heavy exterior doors 3' 6" x 7' 6" x 2 1 /j" and heavy inte¬ 
rior doors subject to strong drafts 

Size F — Extra heavy entrance doors or doors of unusual height or 
width 

Note : Doors with heavy glass panels and doors subject to strong 
drafts, particularly on in-swing doors, require one size larger 
closers than recommended above. 

SPECIFICATIONS 

Door Closers shall be rack and pinion type. They shall be so designed 
as to check the door in its opening swing where required. The case 
or shell of closer shall be non-ferrous metal. Spring shall be flat 
motor clock type. Liquid shall be mineral oil, non-gumming, and 
non-evaporative. Rack and Pinion must be made of cold rolled steel. 
Closers shall bear a two year factory guarantee. Holder arm closers 
shall be friction type. The successful bidder is requested to keep in 
touch with the progress of the job, and have a factory representative 
visit the building to see that closers are properly adjusted at com- 
Dletion of installation. 



DOOR CLOSERS WITH PARALLEL ARMS 

Norton Parallel Arm Door Closers are now the most popular 
because they eliminate the arm from projecting into the corridor or 
room. Unsightly brackets are not required because the closer is always 
applied to the door. This allows a complete opening for passage. 

Note : Since parallel arm closers are generally used to replace 
the bracket installation, there is no loss of power and the same size 
closer as would normally be used with a bracket may be used. 
Parallel arm closers may be specified with 90° or 180° holder arms. 
For maximum efficiency the header should have approximately 5 
inches of mounting space, but should the header have less space 
Norton has many different types of soffit mounting plates which will 
allow the mounting of the closer with the proper space between the 
door and the closer. 

HOSPITAL DOOR CLOSERS 

The Hospital Room Door Closers are made with TWO point 
holding positions, one at 15° hold open position for ventilation and 
one at 90° for passage. Hospital closers are manufactured in two 
sizes only C and D. 

DELAYED ACTION DOOR CLOSERS 

Norton Delayed Action Door Closers have a special finger lever, 
when set holds the door in a "waiting” position from 15 seconds to 
one minute. These closers are designed for doors to operating 
rooms, dining room doors from kitchens, library doors and doors to 
bicycle rooms in schools. When the delayed action lever is set the 
closer allows enough time for passage while the door ‘'waits.” To 
change the closing action to that of a regular closer, just "flip” the 
lever and the delayed action is eliminated. 

Made in all sizes, B, C, D, E and F. 

TELEPHONE BOOTH DOOR CLOSERS 

The Norton Phone Booth Door Closer is designed to allow 
the door open 3 or 4 inches which prevents the light switch from 
contacting and permits ventilation. A slight pull completely closes 
the door for privacy. Made in size B only. 

COUPON BOOTH DOOR CLOSERS 

The Norton Coupon Booth Door Closer is designed to allow the 
door to close completely after each use. The Custodian then opens 
the door to examine the Booth for any valuables or other articles 
forgotten by the last user. The door is then reset, slightly ajar, for 
the next occupant. Made in size B only. 

DOOR CLOSER WITH FUSIBLE LINK ARMS 

The Norton fusible link arm is a variation of the regular Norton 
holder arm. A special link incorporated in the arm mechanism 
fuses quickly at only 160° in case of fire. This arm is tested and 
approved by the National Board of Fire Underwriters and can be 
set to hold the door in any pre-determined position up to 180°. 
Furnished with either regular or parallel fusible link arms. 

IMPORTANT 

Norton manufactures a complete line of all types of attaching 
shoes, soffit plates and brackets which are designed to take care of 
practically any mounting or jamb detail. 

KEY VALVE Closers should be specified for all schools, hos¬ 
pitals and public buildings. Key valve regulating screws can be 
applied to any of the Norton Closers and when used, eliminate 
unauthorized persons from tampering with the closing action of the 
closer after once set by the maintenance department. 




























CONCEALED HEAD JAMB CLOSERS 

For Doors Hung on Butts; Butts Not Furnished by Norton 




Concealed Closer with Concealed Arm installed in door and frame. 


Norton manufactures a complete line of concealed door closers 
where the closer is encased in the head jamb and the regular arm 
or the concealed slide are applied to the door. 

These closers can be furnished with exposed arms, either regular, 
holder arms or Underwriters approved fusible link arms, and a 
completely concealed arm, either regular or hold open, when the 
door is closed. 

Years of usage have proven these closers to give complete satis¬ 
faction and economical service. They are especially adaptable for 
schools, hospitals and public buildings where concealed closers of 
the finest quality and dependable performance are required. 

These closers are designed with a Norton exclusive double 
piston without using links or chains to give the same satisfactory 
service as the regular line of surface closers. 

When writing specifications be sure to specify NORTON, for 
lasting service and economical performance. 


WITH CONCEALED ARM 



Regular Arm 

Hold-Open Arm 

Interior Doors 

Closer No. 

Weight, 

Pounds 


Weight. 

Pounds 

Not over 3'-0" 

11300 

16% 

12300 

17% 

Not over 3'-6" 

11400 

1714 

12400 

18% 

Not over 4'-0" 

11500 

19 

12500 

20 

Not over 4'-6" 

11600 

19 

12600 

20 

Exterior Doors 

Not over 2'-10" 

11400 

1714 

12400 

18% 

Not over 3'-4" 

11500 

19 

12500 

20 

Not over 3'-10" 

11600 

19 

12600 

20 


WITH 

EXPOSED 

ARM 


Interior Doors 

Regular Arm 

Closer No. 

HA* FLt 

Weight, 

Pounds 

Not over 3'-6" 

10300 

10300HA 

10300FL 

16% 

Not over 4'-0" 

10400 

10400HA 

10400FL 

1714 

Not over 4'-6" 

10500 

10500HA 

10500FL 

19 

Not over 5'-0" 

10600 

10600HA 

10600FL 

19 

Exterior Doors 

Not over 3'-4" 

10400 

10400HA 

10400FL 

1714 

Not over 3'-10" 

10500 

10500HA 

10500FL 

19 

Not over 4'-4" 

10600 

10600HA 

10600FL 

19 


•HA means Holder Arm 

fFL means Fusible Link Arm, UL-approved 



Concealed Closer with Exposed Arm installed in door and frame. 


SPECIFICATIONS — Concealed Transom Bar Door Closers shall be 
of the rack and pinion type, so constructed that no shafts will extend 
through the case or liquid chamber in a down position. Power shall 
be transmitted from the spring and liquid chamber by means of a 
gear train. To eliminate the possible loss of power due to friction, 
two bearings shall hold the alignment of the spring drive shaft and 
ratchet and shall be made of oil bearing bronze metal. When ex¬ 
posed arms are used, the closer shall be size for size equivalent in 
spring power to surface type closers that are acceptable by the 
United States Government in Federal Specifications. The closers shall 
also have two speeds of regulation on one regulating screw and be 
able to check the door in the opening swing by means of the liquid 
chamber when exposed arms are used. 

NORTON LINTEL CONCEALED CLOSERS 

Only concealed type closer to incorporate the double piston principle 

Norton Lintel Concealed Door Closers are made in two basic styles 

— with concealed arm or with exposed arm. In each case, the full 
rack and pinion operating mechanism is entirely concealed in the 
lintel of the door frame. The exposed arm is more powerful than the 
concealed arm and, therefore, operates a wider range of door sizes. 

Double Piston — Both styles incorporate the double piston principle 

— the only concealed type closers to do so. This double piston 
permits changing from right hand to left hand in the field without 
service from the manufacturer and provides a back check feature 
hitherto possible only in surface mounted closers. 

The Norton Lintel Concealed Door Closers are easy to install, 
adjust and maintain. Types 10300 to 10600, 10300FL to 10600FL, 
and 11300 to 11600, inc., have been approved by the Underwriters 
Laboratories. The above types and the following types — 10300HA 
to 10600HA, and 12300 to 12600 — are approved for Government 
work in federal specifications F-F-H 121c. 


GUARANTEE 

We guarantee operation of Norton Door Closers for 
two years providing proper recommended sizes are 
used. Defects in workmanship or material appearing 
during this period will be rectified. 

THE NORTON DOOR CLOSER COMPANY 


Bulletin 858 
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